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AppLNo. 10/661,932 

Amdt. Dated July 3, 2007 

Reply to Office Action of April 5, 2007 

This listing of claims will replace all prior versions, and listings, of claims in the 
application: 

LISTING OF CLAIMS : 

Claims 1-48 (Canceled). 

Claim 49 (Currently amended): A top-load sink/laundry combo, comprising: 
a cabinet; 

a sink with a faucet mounted on th e top of the cabinet[[,]]; 
a water supply and drain line connected to the sink; and 

[[and]] an automatic top-loading washing machine including a drum , which is the 
automatic top-loading washing machine being connected to the [[same]] water supply and [[a]] 
the drain line and [[is]] being pivotally attached to a first horizontally suspended rotation axle in 
[[the]] a bottom of the cabinet [[and]] , the washing machine having a vibration-proof connection 
to [[the]] a front panel of the cabinet , which is pivotally attached to th e diff e r e nt a second 
horizontal rotation axle on the front of the cabinet. 

Claim 50 (Currently amended): The top-load sink/laundry combo defined in claim 49 
wherein said automatic top-loading washing rotation axle on th e front of th e cabin e t, machine is 
fitt e d includes a heater for drying , anoth e r words it is wash e r/dry e r combo . 

* 

Claim 51 (Currently amended): The top-load sink/laundry combo defined in claim 49 
wherein said sink/laundry combo has [[the]] a built-in P-trap , which is mounted flush to th e wall 
and configured on a way that th e wat e r accumulat e d in its lower e xpand e d having an expansion 
tank- like part is us e d for low e ring lower portion positioned to reduce vibration of the 
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caibinet[[;]]. 

Claim 52 (Currently amended): The top-load sink/laundry washer/dry e r combo defined 
in claim 50 wherein said wash e r/dry e r sink/laundry combo has the built-in P-trap , which is 
mount e d flush to th e wall and configur e d on a way that th e wat e r accumulat e d in its lower 
e xpand e d having a tank-like part is us e d for low e ring lower portion positioned to reduce 
vibration of the cabinet. 

Claim 53 (Currently amended): The top-load sink/laundry wash e r/dry e r combo defined 
in claim 50 wh e rein said wash e r/dry e r combo has a further including ventilation means , which 
ar e direct directly connected to the drain line and bypassing the P-trap. 

Claim 54 (Currently amended): A top-load sink/laundry combo, comprising: 

a cabinet; 

a sink with a faucet mounted on [[the]] a top of the cabinet; 
a water supply and a drain line connected to the sink; 

an automatic top-loading washing machine, which is connected to the [[same]] water 
supply and [[a]] the drain line and is pivotally attached to a horizontally suspended rotation axle 
in [[the]] a bottom of the cabinet, 

and having the sink/laundry combo including a built-in P-trap, which is mounted flush to 
th e wall and a wall positioned adjacent the cabinet, the P-trap including a lower expansion 
portion positioned to lower configur e d on a way that th e wat e r accumulat e d in its low e r 
e xpand e d tank lik e part is us e d for low e ring vibration of the cabinet. 

Claim 55 (Currently amended): The top-load sink/laundry combo defined in claim 54 . 

wherein said automatic top-loading washing machine is fitted with a heater for drying , anoth e r 
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words it is wash e r/dry e r combo . 

Claim 56 (Currently amended): The top-load sink/laundry wash e r/dryer combo defined 
in claim 55 wh e r e in said wash e r/dry e r combo has a further including ventilation means , which 
ar e dir e ct directly connected to the drain line and bypassing P-trap. 

Claims 57-59 (Canceled). 
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